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AGREEMENT: CONSTRUCTION

· ‘A` Grade Construction
Rs 1200/-Per Sqft covered area
· ‘B` Grade Construction
Rs 1000/-Per Sqft covered area
· ‘C` Grade Construction
Rs 850/-Per Sqft covered area
Basement Construction
Rs 950/-Per Sqft covered area
(Rate may increase as per steel reqmt)

	Rate for Open Area is Just half of the Covered Area



BOUNDRY WALL

Rs 100 Per Sq Ft or Rs 1000 per Running feet (Up to 10 ft ht. total)

Note: Charges for boundary wall applicable  in case of construction done for completion 
only.
Earth excavation charges will be Rs. 5 Per Cubic ft incase of Basement construction. 



DETAILED PROSPECTUS

FOUNDATION DETAILS (COMMON FOR A B C)

1. PCC in foundation 8’’ thick of Kachhi rori(brick rori 4’’ thick and  Vapsi rori.
2. In foundation 1st class brick will be used with 1;6 cement and sand mention in your lay out plan.
3. All types of treatment for Deemak,Termite & Waterproofing.

TYPES OF CONSTRUCTION (COMMON FOR A,B,C)
 
RCC Frame structure with brick filler walls.

WALLS (COMMON FOR A,B.C)

1:5 Cement, badarpur sand will be used 9’’ brick wall and 1:4 will be used in 4’’ brick walls.

COLUMNS(COMMON FOR A,B,C)

16mm &12 MM TOR steel will be used for erect portion with 1/:1.5/:3 concrete.
10mm TOR steel will be used in chowki(footing portion) with 1/1.5/:3 concrete.

PLINTH BEAM AT DPC(COMMON FOR A,B,C)

12 MM TOR with 4 rods in the size 9X9 will be used for plinth beam at DPC level.

LENTAL (COMMON FOR A,B,C)

10mm Main and 8 mm crossed and cranked  12mm,&16mm (In Beams) TOR steel will be used in lental of 5” thickness with 1:1.5:3 concrete fully compressed by automatic vibrators for removing each and every gap for more strength and long life of lentals.

PLASTER (COMMON FOR A,B,C)

1:5 Cement & Jamna sand in wall
1:4 Cement & Jamna sand will be used in ceiling plaster.

FLOORING IN COVERED AREA

A. Marble stone super white worth Rs 90 Per Sq ft.
B. Marble stone white worth Rs 65 Per Sq Ft.
C. Simple designing with grey cement. 


FLOORING IN KITCHEN & TOILETS

A. Flooring Tiles/Marble.
B. Flooring Tiles/Marble .
C. Simple designing with Grey cement.

KITCHEN

A. Cooking platform of RCC with granite stone ,Steel sink (18x24x9),wall tiles upto 5’ height and complete Modular look.
B. Cooking platform of RCC with marble stone (Granite polish),steel sink (18x24x9) and wall tiles up to height over platform and simple wood work.
C. Cooking platform of RCC with green marble stone,steel sink (18x24x7) and wall tiles up to 2’ height over platform.


TOILETS

A. Marble with fancy washbasin mirror. English/Indian seat and wood work with fancy tiles upto door level.
B. Fancy washbasin,mirror,English/Indian seat and tiles upto door level.
C.  Wash basin, mirror,English/Indian seat and tiles up to 5’height.

DOOR AND FRAME

A. Teak Wood Ply in Teak frame and Chokhat of Teak Wood.
B. Chaap Frame and Panel Door.
C. Iron/Marandi Frame with commercial Flush Doors.

FINISHING OF DOOR AND WINDOW
	
A. Lacker polish finishing
B. Ordinary polish finishing
C. Paint/polish finishing.

WINDOW

A. Teak wood
B. Chaap Wood
C. Section Windows

MAIN GATE
	
A. Fancy worth Rs 20000/
B. Fancy worth Rs 15000/
C. Fancy worth Rs 12000/

P,O,P WORK

A. Provision of Molding, Plus Minus Design and false Ceiling. POP on the walls.
B. Provision of Molding, Cornish & Gola. POP on the walls.
C. No Provision



CUPBOARD

A. Provision of cupboard with woodwork in All  bed rooms.
B. Provision of cupboard with woodwork in one Bed Room.
C. No Provision

ROOF(COMMON FOR A,B,

1. Cover of Mud Phuska with coal Tar over RCC and Proofing treatment.
2. Mumti(Raised portion over stairscase) will be made on demand.

ELECTRICITY COPPER WIRING

A. Anchor/Plaza fiting with tube,Bulb &  Exhaust fan.
B. Anchor/Plaza fiting with tube,Bulb.
C. Anchor/Plaza fiting with Bulb.

COMMON FOR A,B,C

Bricks-1st class Quality.
Steel-Rathi TOR/Barnala TOR
Badarpur-Washed under 8% soiled.
Cement-43 grade Birla/ACC/Shri Altra/JP Buland..
Glass-4mm Thickness of Haryana and Modi Glass.
POP of JK/Sriram/sakarni

SANITARY WORK (COMMON FOR A,B,C)
	
	Jindal/Unik ISI/Prakash ISI/Standard quality only.
	Toilet fittings will vary as per A,B,C

WATER STORAGE TANK (COMMON FOR A,B,C)

	Sintex/Jindal :500-2000 liters as per building requirements.

	

PVC/SW (COMMON FOR A,B,C)

1. 6”PVC/SW in sewer line .
2. 4”PVC/SW in kitchen,Toilets &Rain water.

INTERNAL FINISING OF WALLS
	
A. Oil bound distemper/Plastic Paint/Ess paint
B. Dry Distamper.
C. Dry Distamper	

EXTERNAL FINISHING OF WALLS
	
	Smowcem.

	PAYMENT TERMS
	
	Advance									10%
	After DPC									15%
	For Door/Window level							10%
	(Including fixing of door frame and  window frame)
	For Roof Lent land grouting						20%
	For all GI Pipe,Electric conducting & Outside and inside plaster.	10%
	For Flooring Completion							15%
	For Door/Window shutters,glass						15%
	(Finishing fixture & fitting complete).
	At the time of Handing over.						5%

	
	TERMS & CONDITIONS

1. Earth filling if necessary in open  area will be  charged extra.
2. Map Approval/Connection for Electricity/Water/ sewer and  Completion certificate fees, any Penalities/Any other fees imposed by Authority will be charged extra on actul basis.
3. Completion Service Charges will be borne by Owner. 
4. Water and Electricity provisions are to be provided by the owner for construction.
5. Submersible water supply is required for the purpose of completion.
6. Steel and RCC is calculated in the medium range of construction any additional as per structure drawing will be charged extra and actually calculated.
7. Additonal plaster on the outer walls will be charged @ Rs. 30 Per Sq Ft.
8. Tarkoling, waterproofing on the outer walls will be charged at Rs. 10 PSQFT.
9. Mumty charges, Parafit walls are charged extra.
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